Operator Manual

Reachstacker T45 - T45X - T45S m I E R EX®

Translation of original instructions

TECHNICAL DATA

Engine

Brand Volvo Cummins
Model TAD 1340 VE TAD 1360 VE QSM 11 QSX11.9

Antipollution Tier 2 Tier 4i Tier 3 Tier 4i
standard EU - Stage 2 EU - Stage 3B EU - Stage 3A EU - Stage 3B

. Ultra-Low Sulphur . Ultra-Low Sulphur
Fuel supply Diesel diesel Diesel diesel n
Intake Supercharged/ Intercooled

No. of cylinders 6inline

Displacement
(litres)

Cylinder bore x
Stroke (mm)

12,78 10,8 11,9

131 x 158 125 x 147

Maximum power
(kW/RPM)

Maximum torque
(Nm/RPM) 1770/1260 1745/1287 1674/1400 1695/1200
SAE J1995

Compression
ration

256/2100 256/1900 246/2100 250/2100

18,1:1 18,1:1 16,3:1 17,1:1

Lubrication Qil forced
Cooling With fluid

Technical data of
alternator 24/110 24/100
(Volt/Ampere)

Transmission

Brand DANA
Model TE 32 Full Flow
Type Powershift

No. of gears
(forward/reverse 4/4
gear)

Gears
1/2/3/4

Conversion ratio 1,78

No. of PTO
power takeoff

5,07/2,42/1,38/0,78
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Differential axle - Brakes

Brand Kessler
Reduction Control unit with crown wheel and pinion and planetary hub reduction
Total ration 30,2
Final reduction 12,43
Service brake Multiple disc oil bath brakes
Parking brake Disc brake
Wheels and tyres
Rear (steering axle)
Q.ty Tyre dimension Rim dimension Inflation pressure
5 | 18.00-25 PR40 for T45 and T45X |+ 13.00/2.5"for T45 and T45X 10 bar
+ 18.00-33 PR36 for T45Sand T55R |+ 13.00/3.3"for T45S and T55R

Rear (steering axle)

Q.ty Tyre dimension Rim dimension Inflation pressure

4 18.00-25 PR40 forT45 and T45X |+ 13.00/2.5"for T45 and T45X 10 bar
18.00-33 PR36 for T45S and T55R |+ 13.00/3.3"for T45S and T55R

Lifting unit
Type of steel used in the telescopic boom
Reachstacker Model T45 -T45X T45S -T55R
Fixed part S355J2 G3 S355J2 G3
Movable part S$355J2G3
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Hydraulic system

Main pumps
Brand and model Rexroth A11V145
Type Variable displacement piton pump
Displacement (cm3/rotation) 145
Distributor
Brand and model Rexroth M7
Operating pressure 320 bar
Maximum pressure 350 bar n
Secondary pumps
Brand and model Casappa
Type Fixed displacement gear pumps
Right pump displacement - double (cm3/rotation) 169+7.2
Left pump displacement (cm3/rotation) 16.9
Equipment powering
Maximum pressure 170 bar
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Truck weight

Mass with SRP 45 L spreader - without outriggers (Kg)
Reachstacker T45 Ta5x T455 T55R
Model
Total when 75000 76000 80000 82000
empty
Total when
(oaded (45 tons) 120000 121000 125000 127000
Front axle when 40000 41500 41500 43000
empty
Front axle when
loaded 94200 95500 96000 97000
(45 tons)
Rear axle when
35000 34500 38500 39000
empty
Rear axle when 25800 25500 29000 30000
loaded (45 tons)
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Dimensions of the ReachStacker model T 45 with spreader SRP 45 L

(value in millimetres)
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Load diagram of the Reachstacker model T 45with spreader SRP 45 L

(value in tons)

MODELLO - MODEL - MODELE ATTREZZATURA - ATTACHMENT - EQUIPEMENT
MODELL - MODELO AUSRUSTUNG - IMPLEMENTO
[ T 45 SRP 45 L

31| 45 <
- f 15] 311 45]
1531 45] /
N 1531 45| ¢

3,85m
6,35 m
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